AKMH MOTOR - VENTED CONNECTOR OPTION

AKMH SINGLE CABLE OPTIONS - VENTED CONNECTOR, STAINLESS STEEL IP69K
OPTION "CA" = SMART FEEDBACK DEVICE (GENERATION 3)
OPTION "GE" = SINGLE-TURN DSL
OPTION "GF" = MULTI-TURN DSL

SAMPLE MOTOR LISTING: 44693E-ADV/GECA

OPTION LOCATION WITHIN MOTOR LISTING

OPTION "V" WITH "GE", "GF" & "CA" FEEDBACK

COMBINED POWER & FEEDBACK (VIEW FACING FRONT)

<table>
<thead>
<tr>
<th>CONNECTOR PART NUMBER</th>
</tr>
</thead>
<tbody>
<tr>
<td>73401-441-191</td>
</tr>
</tbody>
</table>

PIN FUNCTION
1. GND
2. RED
3. BLK
4. GRN
5. BROWN
6. GND
7. GRAY
8. WHITE
9. LAMP +

SHIELDING CONNECTED TO MOTOR GROUND INTERNAL TO MOTOR.
SUGGESTED WATTING CONNECTOR

MODEL KIT 73401-52-991

VENTILATION PLUG
SEE NOTE 2

ACTUAL CONNECTOR ORIENTATION MAY VARY FROM MOTOR TO MOTOR

NOTES:
1. REFER TO OUTLINE DRAWING / PART NUMBER FOR OVERALL CABLE LENGTH.
2. VENT PLUS IS NOT HYGIENIC, CABLE MUST HAVE SUFFICIENT LENGTH TO KEEP VENT PLUS OUTSIDE THE PRODUCT CONTACT ZONE.