NOTES:
1. MOTOR SUPPLIED AS TWO SEPARATE COMPONENTS,
   STATOR ASSEMBLY AND FIELD ASSEMBLY
2. FOR A C.C.W. ROTATION, AS VIEWED FROM LEAD END,
   ENERGIZE PER EXCITATION SEQUENCE TABLE
3. ROHS AND REACH COMPLIANCE REQUIRED IN ACCORDANCE
   WITH KOLLMORGEN PRODUCT ENVIRONMENTAL COMPLIANCE
   SPECIFICATION, 960303, IN ITS LATEST REVISION

THREE-LAT'S NO. 1
65 000 026 (2.5580)
MOUNTING REQUIREMENT

STATOR

MOTOR LEADS:
UL RATED: 600 V, 100 °C MIN.
600 V. 00 [15757] MIN. LG.
EACH 1-BLUE, 1-BROWN, 1-VIOLET

POWER CONNECTION

EXCITATION SEQUENCE TABLE

PHASE "U"
BLUE

PHASE "V"
BROWN

PHASE "W"
VIOLET

NOTE:
1. MOTOR SUPPLIED AS TWO SEPARATE COMPONENTS,
   STATOR ASSEMBLY AND FIELD ASSEMBLY.
2. FOR A C.C.W. ROTATION, AS VIEWED FROM LEAD END,
   ENERGIZE PER EXCITATION SEQUENCE TABLE.
3. ROHS AND REACH COMPLIANCE REQUIRED IN ACCORDANCE
   WITH KOLLMORGEN PRODUCT ENVIRONMENTAL COMPLIANCE
   SPECIFICATION, 960303, IN ITS LATEST REVISION.

MARK O.D. WITH MODEL NO. SERIAL NO.
FSCM NO. PER ITEM 4A.

POWER CONNECTION

PHASE "U"

PHASE "V"

PHASE "W"

EXCITATION SEQUENCE TABLE

TABLE 1

<table>
<thead>
<tr>
<th>MODEL NUMBER</th>
<th>STATOR</th>
<th>FIELD ASSEMBLY</th>
<th>&quot;A&quot; DIM</th>
<th>&quot;B&quot; DIM</th>
</tr>
</thead>
<tbody>
<tr>
<td>KM-35001</td>
<td>945891/01X 945889/01</td>
<td>63.74</td>
<td>13.78</td>
<td></td>
</tr>
<tr>
<td>KM-35002</td>
<td>945891/02X 945889/02</td>
<td>106.14</td>
<td>4.281</td>
<td></td>
</tr>
<tr>
<td>KM-35003</td>
<td>945891/03X 945889/03</td>
<td>125.74</td>
<td>5.268</td>
<td></td>
</tr>
<tr>
<td>KM-35004</td>
<td>945891/04X 945889/04</td>
<td>158.74</td>
<td>6.2496</td>
<td></td>
</tr>
</tbody>
</table>

MARKING PROCEDURE

1. SEE TABLE 1

2. SEE CHART 1

3. D.

METRIC DRAWING

KOLLMORGEN

OUTLINE AND ASSEMBLY

END DRAWING

NOTES:

1. MOTOR SUPPLIED AS TWO SEPARATE COMPONENTS,
   STATOR ASSEMBLY AND FIELD ASSEMBLY
2. FOR A C.C.W. ROTATION, AS VIEWED FROM LEAD END,
   ENERGIZE PER EXCITATION SEQUENCE TABLE
3. ROHS AND REACH COMPLIANCE REQUIRED IN ACCORDANCE
   WITH KOLLMORGEN PRODUCT ENVIRONMENTAL COMPLIANCE
   SPECIFICATION, 960303, IN ITS LATEST REVISION.

MARK O.D. WITH MODEL NO. SERIAL NO.
FSCM NO. PER ITEM 4A.

POWER CONNECTION

PHASE "U"

PHASE "V"

PHASE "W"

EXCITATION SEQUENCE TABLE

TABLE 1

<table>
<thead>
<tr>
<th>MODEL NUMBER</th>
<th>STATOR</th>
<th>FIELD ASSEMBLY</th>
<th>&quot;A&quot; DIM</th>
<th>&quot;B&quot; DIM</th>
</tr>
</thead>
<tbody>
<tr>
<td>KM-35001</td>
<td>945891/01X 945889/01</td>
<td>63.74</td>
<td>13.78</td>
<td></td>
</tr>
<tr>
<td>KM-35002</td>
<td>945891/02X 945889/02</td>
<td>106.14</td>
<td>4.281</td>
<td></td>
</tr>
<tr>
<td>KM-35003</td>
<td>945891/03X 945889/03</td>
<td>125.74</td>
<td>5.268</td>
<td></td>
</tr>
<tr>
<td>KM-35004</td>
<td>945891/04X 945889/04</td>
<td>158.74</td>
<td>6.2496</td>
<td></td>
</tr>
</tbody>
</table>

MARKING PROCEDURE

1. SEE TABLE 1

2. SEE CHART 1

3. D.

METRIC DRAWING

KOLLMORGEN

OUTLINE AND ASSEMBLY

END DRAWING

NOTES:

1. MOTOR SUPPLIED AS TWO SEPARATE COMPONENTS,
   STATOR ASSEMBLY AND FIELD ASSEMBLY
2. FOR A C.C.W. ROTATION, AS VIEWED FROM LEAD END,
   ENERGIZE PER EXCITATION SEQUENCE TABLE
3. ROHS AND REACH COMPLIANCE REQUIRED IN ACCORDANCE
   WITH KOLLMORGEN PRODUCT ENVIRONMENTAL COMPLIANCE
   SPECIFICATION, 960303, IN ITS LATEST REVISION.

MARK O.D. WITH MODEL NO. SERIAL NO.
FSCM NO. PER ITEM 4A.

POWER CONNECTION

PHASE "U"

PHASE "V"

PHASE "W"

EXCITATION SEQUENCE TABLE

TABLE 1

<table>
<thead>
<tr>
<th>MODEL NUMBER</th>
<th>STATOR</th>
<th>FIELD ASSEMBLY</th>
<th>&quot;A&quot; DIM</th>
<th>&quot;B&quot; DIM</th>
</tr>
</thead>
<tbody>
<tr>
<td>KM-35001</td>
<td>945891/01X 945889/01</td>
<td>63.74</td>
<td>13.78</td>
<td></td>
</tr>
<tr>
<td>KM-35002</td>
<td>945891/02X 945889/02</td>
<td>106.14</td>
<td>4.281</td>
<td></td>
</tr>
<tr>
<td>KM-35003</td>
<td>945891/03X 945889/03</td>
<td>125.74</td>
<td>5.268</td>
<td></td>
</tr>
<tr>
<td>KM-35004</td>
<td>945891/04X 945889/04</td>
<td>158.74</td>
<td>6.2496</td>
<td></td>
</tr>
</tbody>
</table>

MARKING PROCEDURE

1. SEE TABLE 1

2. SEE CHART 1

3. D.

METRIC DRAWING

KOLLMORGEN

OUTLINE AND ASSEMBLY

END DRAWING

NOTES:

1. MOTOR SUPPLIED AS TWO SEPARATE COMPONENTS,
   STATOR ASSEMBLY AND FIELD ASSEMBLY
2. FOR A C.C.W. ROTATION, AS VIEWED FROM LEAD END,
   ENERGIZE PER EXCITATION SEQUENCE TABLE
3. ROHS AND REACH COMPLIANCE REQUIRED IN ACCORDANCE
   WITH KOLLMORGEN PRODUCT ENVIRONMENTAL COMPLIANCE
   SPECIFICATION, 960303, IN ITS LATEST REVISION.

MARK O.D. WITH MODEL NO. SERIAL NO.
FSCM NO. PER ITEM 4A.

POWER CONNECTION

PHASE "U"

PHASE "V"

PHASE "W"

EXCITATION SEQUENCE TABLE

TABLE 1

<table>
<thead>
<tr>
<th>MODEL NUMBER</th>
<th>STATOR</th>
<th>FIELD ASSEMBLY</th>
<th>&quot;A&quot; DIM</th>
<th>&quot;B&quot; DIM</th>
</tr>
</thead>
<tbody>
<tr>
<td>KM-35001</td>
<td>945891/01X 945889/01</td>
<td>63.74</td>
<td>13.78</td>
<td></td>
</tr>
<tr>
<td>KM-35002</td>
<td>945891/02X 945889/02</td>
<td>106.14</td>
<td>4.281</td>
<td></td>
</tr>
<tr>
<td>KM-35003</td>
<td>945891/03X 945889/03</td>
<td>125.74</td>
<td>5.268</td>
<td></td>
</tr>
<tr>
<td>KM-35004</td>
<td>945891/04X 945889/04</td>
<td>158.74</td>
<td>6.2496</td>
<td></td>
</tr>
</tbody>
</table>

MARKING PROCEDURE

1. SEE TABLE 1

2. SEE CHART 1

3. D.

METRIC DRAWING

KOLLMORGEN

OUTLINE AND ASSEMBLY

END DRAWING

NOTES:

1. MOTOR SUPPLIED AS TWO SEPARATE COMPONENTS,
   STATOR ASSEMBLY AND FIELD ASSEMBLY
2. FOR A C.C.W. ROTATION, AS VIEWED FROM LEAD END,
   ENERGIZE PER EXCITATION SEQUENCE TABLE
3. ROHS AND REACH COMPLIANCE REQUIRED IN ACCORDANCE
   WITH KOLLMORGEN PRODUCT ENVIRONMENTAL COMPLIANCE
   SPECIFICATION, 960303, IN ITS LATEST REVISION.

MARK O.D. WITH MODEL NO. SERIAL NO.
FSCM NO. PER ITEM 4A.

POWER CONNECTION

PHASE "U"

PHASE "V"

PHASE "W"

EXCITATION SEQUENCE TABLE

TABLE 1

<table>
<thead>
<tr>
<th>MODEL NUMBER</th>
<th>STATOR</th>
<th>FIELD ASSEMBLY</th>
<th>&quot;A&quot; DIM</th>
<th>&quot;B&quot; DIM</th>
</tr>
</thead>
<tbody>
<tr>
<td>KM-35001</td>
<td>945891/01X 945889/01</td>
<td>63.74</td>
<td>13.78</td>
<td></td>
</tr>
<tr>
<td>KM-35002</td>
<td>945891/02X 945889/02</td>
<td>106.14</td>
<td>4.281</td>
<td></td>
</tr>
<tr>
<td>KM-35003</td>
<td>945891/03X 945889/03</td>
<td>125.74</td>
<td>5.268</td>
<td></td>
</tr>
<tr>
<td>KM-35004</td>
<td>945891/04X 945889/04</td>
<td>158.74</td>
<td>6.2496</td>
<td></td>
</tr>
</tbody>
</table>

MARKING PROCEDURE

1. SEE TABLE 1

2. SEE CHART 1

3. D.

METRIC DRAWING

KOLLMORGEN

OUTLINE AND ASSEMBLY

END DRAWING

NOTES:

1. MOTOR SUPPLIED AS TWO SEPARATE COMPONENTS,
   STATOR ASSEMBLY AND FIELD ASSEMBLY
2. FOR A C.C.W. ROTATION, AS VIEWED FROM LEAD END,
   ENERGIZE PER EXCITATION SEQUENCE TABLE
3. ROHS AND REACH COMPLIANCE REQUIRED IN ACCORDANCE
   WITH KOLLMORGEN PRODUCT ENVIRONMENTAL COMPLIANCE
   SPECIFICATION, 960303, IN ITS LATEST REVISION.

MARK O.D. WITH MODEL NO. SERIAL NO.
FSCM NO. PER ITEM 4A.